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9002

Wiring Device-Kellems



Environmentally sealed against humidity, fog and rain.
Internal cord clamps prevent 
strain on terminals.

Sealing grommets 
keep moisture out.

Safety indicator light.
(When on, safe operation is indicated.)

Full feature Hubbell plug.
Full feature Hubbell connector.

30A plug connects 
to 30A shore power.

50A connector 
body mates with 
boat cordset.

UV resistant high-impact housing.

4 pole connector breaks both hots and both neutrals 
to prevent possibility of “live” plug when not engaged.

YQ230 adapter that permits use of 
50A, 125/250V cable set. #HBL61CM52, 
with two 30A, 125V receptacles, #HBL26CM10.
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Y-Q Adapter

Internal P.C. Board Senses That:
■ Both plugs are fully engaged (i.e., one is not

dangling loose while the other is plugged in).
■ The polarity of the 30A receptacle on the dock is

correct (i.e., no mis-wiring of the hot and neutral
wires).

■ The two 30A receptacles are from opposite
phases (i.e., there is a true 250V available
instead of just 125V).

Application:
Problem: A boat owner with a 50A 125/250V
electrical system on board cruises into a marina
that can only provide 30A 125V power.

Solution: Use of the Hubbell YQ230 Intelligent
Adapter permits the boat owner to use the boat’s
50A 125/250V cable set and safely plug into 2
oppositely phased 30A 125V receptacles.

Result: This will result in 30A 125/250V power so
that much of the boat’s services can be used:

Safely — If one plug is not fully engaged, or
accidentally becomes disengaged while the other
plug is plugged in, the power is shut off preventing
the disengaged plug from ever becoming hot or
live!
Intelligently — If an improper wiring condition
such as reversed polarity exists on the power
center, the YQ230 detects that and shuts the
power off.

Also, the YQ230 will work regardless of whether
the marina is powered with a 125/250V system or a 
3-phase 120/208V system.

Safely powers a 50A, 125/250V boat from two 30A, 125V receptacles at dockside.
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Boat/Cable Set Side Power Center/Dock Side
Catalog Number

Molded Straight
Adapters

Connector Body (Female End) Plug (Male End)

30A, 125V Twist-Lock®
#HBL61CM22W 15A, 125V Straight Blade

30A, 125V Twist-Lock® #HBL61CM25 20A, 125V Twist-Lock

50A, 125V Twist-Lock #HBL61CM54 15A, 125V Straight Blade

30A, 125V Twist-Lock #HBL61CM55 50A, 125V Twist-Lock

50A, 125V Twist-Lock #HBL61CM56 30A, 125V Twist-Lock

50A, 125/250V Twist-Lock #HBL61CM59 50A, 125/250V Crow’s Foot

30A, 125V Twist-Lock #HBL61CM71 50A, 125/250V Twist-Lock

50A, 125V Twist-Lock #HBL61CM72 50A, 125/250V Twist-Lock

Molded “Y” Adapters

15A, 125V Straight Blade #HBL64CM51 30A, 125V Twist-Lock

30A, 125V Twist-Lock #HBL64CM54 50A, 125/250V Twist-Lock

50A, 125V Twist-Lock #HBL64CM55 50A, 125/250V Twist-Lock

30A, 125V Twist-Lock #HBL64CM56 30A, 125V Twist-Lock

30A, 125V Twist-Lock #HBL64CM57 50A, 125V Twist-Lock

30A, 125V Twist-Lock #HBL64CM59 50A, 125/250V Crow’s Foot

50A, 125/250V Twist-Lock #YQ230 30A, 125V Twist-Lock

One Piece Adapters

30A, 125V Twist-Lock #HBL31CM28 15A, 125V Straight Blade

15 or 20A, 125V S.B. #HBL31CM29 30A, 125V Twist-Lock

20A, 125V Twist-Lock #HBL21CM28 15A, 125V Straight Blade

15 or 20A, 125V S.B. #HBL21CM29 20A, 125V Twist-Lock

See following two pages for photographs and descriptions.

G

WG

W

G

WG

W

NEMA L P

G

W
G

W

G

WG

W

G

W

G

W

G
W

X

Y

W
X

Y

G

W

G

W

W

G

G

W

G

W

G

W

G

W

G

W

G
W

X

Y

W

G

W

G

G
W

X

Y

G

W

G

W

G

WG

W

G

W

G
W

X

Y

W

G

G
W

X

Y

G

W

W
X

Y
G

W

X

Y

G

W

W

G

W

G

G

W

G

WW

G

NEMA L 30P

G

W

G

W

G

WG

W #HBL61CM22



28 Dimensions in Inches (mm)

S
tr

ai
gh

t 
A

d
ap

te
rs

M
a
ri

n
e

 P
ro

d
u
c
ts Marine Products

Molded Straight Adapters

Molded Straight Adapters
Description Catalog Number

Permits use of 20A 125V Twist-Lock® locking type plug with HBL21CM28
15A 125V straight blade receptacle. IP55 SUITABILITY. 

Permits use of 15A or 20A 125V straight blade plug with HBL21CM29
20A 125V Twist-Lock locking type receptacle. IP55 SUITABILITY. 

Permits use of 30A 125V Twist-Lock locking type plug with HBL31CM28
15A 125V straight blade receptacle. IP55 SUITABILITY. 

Permits use of 15A or 20A 125V straight blade plug with HBL31CM29
30A 125V Twist-Lock locking type receptacle. IP55 SUITABILITY. 

Permits use of 30A 125V cable set, #HBL61CM08, with HBL61CM22
15A 125V straight blade receptacle, #HBL52CM62. Anchor 
locking screw on plug when screwed down resists pullout  
from the weight of the cable set.

Same as #HBL61CM22, except white HBL61CM22W

Permits use of 30A 125V cable set, #HBL61CM08, with HBL61CM25
20A 125V receptacle, #HBL23CM10.

Permit use of 50A 125V cable set, #HBL61CM53, with HBL61CM54
15A 125V straight blade receptacle, #HBL52CM62.

Permits use of 30A 125V cable set, #HBL61CM08, with HBL61CM55
50A 125V receptacle, #HBL63CM70.

Permits use of 50A 125V cable set, #HBL61CM53, with HBL61CM56
30A 125V receptacle, #HBL26CM10.

Permits use of 50A 125/250V Twist-Lock locking type HBL61CM59
cable set, #HBL61CM52, with 50A 125/250V crow foot 
straight blade receptacle #7962.

Permits use of 30A 125V cable set, #HBL61CM08, with HBL61CM71∆
50A 125/250V receptacle, #HBL63CM69.

Permits use of 50A 125V cable set, #HBL61CM53, with HBL61CM72∆
50A 125/250V receptacle #HBL63CM69.

Permits use of 15A, 125V 3 wire straight blade plug with HBL5273L*
15A 125V 2 wire straight blade receptacle.

*Not shown.

Note: The adapters on this page are not UL Listed because of the nature of adapters
with their variety of ratings. The exceptions are #HBL21CM29, #HBL21CM28 and
#HBL5273L.

∆ The male plug end (50A 125/250V) has a blade removed and the blade slot is
epoxy filled. Omitting the blade ensures achieving 125V safely.

HBL31CM28

HBL21CM28

HBL61CM59
HBL61CM56

IP65
SUITABILITY Molded adapters only.

HBL21CM29

HBL31CM29

HBL61CM55
HBL61CM54

HBL61CM71∆
HBL61CM72∆

HBL61CM22
HBL61CM22W

HBL61CM25
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Molded Y Adapters
Description Catalog Number

Permits use of two 15A or 20A 125V straight blade HBL64CM51
cable sets with one 30A 125V receptacle, #HBL26CM10.

Permits use of two 30A, 125V cable sets, #HBL61CM08, with HBL64CM54
one 50A, 125/250V receptacle, #HBL63CM69.

Permits use of two 50A 125V cable sets, #HBL61CM53, with HBL64CM55
one 50A 125/250V receptacle, #HBL63CM69.

Permits use of two 30A, 125V cable sets, #HBL61CM08, with HBL64CM56
one 30A 125V receptacle, #HBL26CM10.

Permits use of two 30A, 125V cable sets, #HBL61CM08, with HBL64CM57
one 50A 125V receptacle, #HBL63CM70.

Permits use of two 30A 125V cable sets, #HBL61CM08, with HBL64CM59
one 50A 125/250V crow-foot straight receptacle, #7962.

The adapters shown on this page are not UL Listed because of the nature of adapters
with their variety of ratings.

HBL64CM51

HBL64CM56

HBL64CM55

HBL64CM54 HBL64CM57

HBL64CM59

IP65
SUITABILITY


